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Application Server PC

In order to effectively install and ideally run the SafeDispatch™ Application components including the Database, Application Server, Gateway and Admin Module within the application, a specific PC must be dedicated to the application alone. The Application Server PC would also be the PC that will have your control station MOTOTRBO® radios connected as well.

	Requirement
	Description

	Operating System (s)
	Windows 7 PRO, 64-bit, English/French/ Spanish

	Processors
	Intel® Core i7-6700 processor (Quad Core, 3.40GHz, 8MB 8T, 65W)

	Memory
	8GB (2x4G) 2133MHz DDR4 Memory

	Boot Hard Drives
	M.2 256GB PCIe NVMe Class 40 Solid State Drive

	Optical Drive
	8x DVD+/-RW 9.5mm Optical Disk Drive

	Graphics Cards
	Intel® Integrated Graphics

	Power Supply
	OptiPlex 7040 Standard PSU

	Low Power Mode
	1 Watt ready low-power mode

	Ports
	USB 3.0 – 6 (2 front/4 rear-1 with PowerShare)
USB 2.0 – 4 (2 front/2 rear - 1 front with PowerShare)
Internal USB 3.0 with smart power on
RJ-45 – 1, P2/Serial, Display Port 1.2 – 2
HDMI – 1, UAJ – 1, Line-out – 1, VGA (optional) - 1



These specifications can be found in Dell's OptiPlex 7040 Small Form Tower PC - available online at www.dell.com. SafeMobile DOES NOT provide PC's to Dealers. Should you choose another PC manufacturer, please be sure the specifications are adequate and comparable to those noted above.
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Dispatcher PC

In order to effectively install and ideally run the SafeDispatch Application suites including the maps and other modules such as GPS, History, Texting, etc. A specific PC must be dedicated to the application alone. 

	Requirement
	Description

	Operating System (s)
	Windows 7 PRO, 64-bit, English/ French/ Spanish

	Processors
	Intel® Core™ i5-6500 Processor (Quad Core, 6MB, 4T, 3.2GHz, 65W)

	Memory
	8GB (2x4G) 1600MHz DDR3L Memory

	Optical Drive
	8x DVD+/-RW 9.5mm Optical Disk Drive

	Boot Hard Drives
	3.5 inch 500GB 7200rpm Hard Disk Drive

	Graphics Cards
	Intel® Integrated Graphics

	Power Supply
	OptiPlex 5040 Desktop w/Standard Power Supply

	Low Power Mode
	1 Watt ready low-power mode

	Ports
	USB 3.0 - 6 (2 front, 4 rear) 
External USB 2.0 - 4 (2 front, 2 rear) 
Internal USB 2.0 – 1
RJ-45 – 1, Serial – 1, Display Port – 2, HDMI – 1
PS/2 – 2, UAJ - 1, Line-out - 1 , VGA (optional) - 1



These specifications can be found in Dell's Optiplex 5040 Small Factor Desktop PC - available online at www.dell.com. SafeMobile DOES NOT provide PC's to Dealers. Should you choose another PC manufacturer, please be sure the specifications are adequate and comparable to those noted above.
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